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A B S T R A C T

String vibration represents an active field of research in acoustics. Small-amplitude vibration is
often assumed, leading to simplified physical models that can be simulated efficiently. However,
the inclusion of nonlinear phenomena due to larger string stretchings is necessary to capture
important features, and efficient numerical algorithms are currently lacking in this context. Of
the available techniques, many lead to schemes which may only be solved iteratively, resulting
in high computational cost, and the additional concerns of existence and uniqueness of solutions.
Slow and fast waves are present concurrently in the transverse and longitudinal directions of
motion, adding further complications concerning numerical dispersion. This work presents a
linearly-implicit scheme for the simulation of the geometrically exact nonlinear string model.
The scheme conserves a numerical energy, expressed as the sum of quadratic terms only, and
including an auxiliary state variable yielding the nonlinear effects. This scheme allows to treat
the transverse and longitudinal waves separately, using a mixed finite difference/modal scheme
for the two directions of motion. A matrix decomposition algorithm is presented, so to treat
the sparse and full parts of the update matrix separately. Numerical experiments are presented
throughout.

. Introduction

The vibration of a musical string, to a first approximation, can be considered linear. From a numerical standpoint, the problem
f linear string vibration was explored in many works, see e.g., Ruiz [1,2], Bacon and Bowsher [3], Chaigne and Askenfelt [4],
ensa et al. [5], Ducasse [6], and others.

Nonlinear behaviour results for moderate and high amplitudes of motion, and various physical models are available. One of the
implest such models includes tension-modulation effects, as per the Kirchhoff–Carrier model [7]. Numerically, this was approached
sing finite difference schemes [8] (Chapter 8) as well as Volterra series [9]. Longitudinal motion is neglected in this model, which
as shown to be inaccurate, since an energy transfer always exists from the transverse to the longitudinal waves [10,11].

Finer models, comprising longitudinal motion, can be obtained via geometric arguments. Here, one considers the strain of
stretched string, and applies Hooke’s law. Approximating the energy in a power series results in a model as per Morse and

ngard’s [12] (Section 14.3). Numerically, this approximate model was solved via finite difference schemes [8,13,14], as well as
odal methods, though with further simplifications on the coupling mechanism [15].

In the Morse and Ingard model, the hypothesis of weak linear degeneracy, as explained in [16], is not fulfilled, and this has lead
esearchers to study the geometrically exact model. The finite element method, in particular, is preeminent here, see e.g. [17–19].
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In [17,18], the conservation of a non-negative numerical energy allows to derive a stability condition involving the mesh size and
the time step. Since these methods are fully-implicit, they require the solution of a large nonlinear algebraic system at each time step,
for which existence and uniqueness of the solution must be proven, and which are only approachable using iterative routines such
as Newton–Raphson [20]. Further complications arise in the choice of the tolerance thresholds and maximum number of iterations
of the routine.

For these reasons, in this work, a method is presented, such that the resulting numerical scheme is linearly-implicit in character,
hus sidestepping the machinery of iterative methods. Here, existence and uniqueness of the numerical update are proven by simple
nspection of the update matrix, and efficiency is also greatly improved, since the update requires the solution of a single linear
ystem. This particular form is obtained after quadratisation of the nonlinear potential, in a way that is analogous to the Invariant
nergy Quadratisation method, proposed originally for parabolic phase-field models [21–23].

Furthermore, wideband numerical dispersion reduction is achieved using a free parameter. Rather than increasing the formal
rder of accuracy, the free parameter is used to increase the spectral accuracy across the whole frequency axis.

The article is structured as follows. In Section 2 the geometrically nonlinear string is discussed, including stiffness effects. A
emi-discrete formulation is given in Section 3. The fully-discrete numerical scheme is detailed in Section 4, including a proof
f conservation of the numerical energy. Section 5 details the block LUD factorisation employed to solve the associated linear
ystem, and includes a computational test highlighting the speedups of the current formulation against previously available schemes.
ection 6 details a method to reduce numerical dispersion in the transverse direction across a wideband portion of the frequency
xis, using a free parameter for which an analytic expression is given. In Section 7, an application comprising the nonlinear string
ith source and loss terms is illustrated, highlighting the passage from linear to fully nonlinear regimes. It is shown that very good

esults can be obtained using small oversampling factors compared to audio rate.

. Nonlinear wave equation

The case of a nonlinear wave equation describing geometric nonlinearities in stiff strings will be considered here. The
eometrically exact nonlinear potential has been used in previous works to simulate the behaviour of musical strings undergoing
arge amplitude vibration, and comprising a coupling between the longitudinal and transverse components of motion [17,19,24].
n the lossless, zero-input case, the system considered here is

(

𝜌𝐴𝜕2𝑡 − 𝑇0𝜕
2
𝑥 + 𝐸𝐼𝜕

4
𝑥
)

𝑢(𝑡, 𝑥) = 𝜕𝑥

(

𝜕𝜙
𝜕(𝜕𝑥𝑢)

)

, (1a)

(

𝜌𝐴𝜕2𝑡 − 𝑇0𝜕
2
𝑥
)

𝑣(𝑡, 𝑥) = 𝜕𝑥

(

𝜕𝜙
𝜕(𝜕𝑥𝑣)

)

, (1b)

here

𝜙 = 𝜙(𝜕𝑥𝑢, 𝜕𝑥𝑣) =
𝐸𝐴 − 𝑇0

2

(
√

(1 + 𝜕𝑥𝑣)2 + (𝜕𝑥𝑢)2 − 1
)2

. (2)

First, in (1) and in the following, the symbol 𝜕𝑖𝑗 denotes a partial derivative along 𝑗 of order 𝑖. The displacements are 𝑢(𝑡, 𝑥) ∶
R+
0 × [0, 𝐿] → R in the vertical or flexural direction (perpendicular to the string length), and 𝑣(𝑡, 𝑥) ∶ R+

0 × [0, 𝐿] → R in the
ongitudinal direction (parallel to the string length).

Constants appear as: volume density 𝜌, area of the cross section 𝐴 (= 𝜋𝑟2 for a circular cross section of radius 𝑟), Young’s modulus
𝐸, applied tension 𝑇0, string length 𝐿, area moment of inertia 𝐼 (= 𝜋𝑟4∕4 for a circular cross section). Model (1) is geometrically
exact [12,17], and includes a stiffness term as per the Euler–Bernoulli beam model [25,26]. Eqs. (1) must be completed by suitable
initial conditions, assumed here differentiable, expressed as

𝑢(0, 𝑥) = 𝑢0(𝑥), 𝑣(0, 𝑥) = 𝑣0(𝑥), 𝜕𝑡𝑢(0, 𝑥) = 𝑝0(𝑥), 𝜕𝑡𝑣(0, 𝑥) = 𝑞0(𝑥). (3)

The nonlinear potential 𝜙, as per (2), is non-negative when 𝐸𝐴 ≥ 𝑇0 (a condition that is always satisfied for musical strings). This
condition will be assumed valid in the remainder. It is noted that the equations of motion for the geometrically exact nonlinear string
are usually expressed in a different form (see e.g. [17,19]), employing an expression of the potential energy which is non-negative
in all cases, though yielding equations identical to (1). The form proposed here, in contrast to the usual form, allows to isolate linear
terms proportional to 𝑇0, as can be seen in both (1a) and (1b). This design choice is justified in a musical context, where strings
operate in a regime driven by the flexural tension term. Here, the linear part of (1a) is unaffected by 𝜙. Ultimately, this allows to
achieve full audio bandwidth using reference sample rates, as will be shown in Section 6.

2.1. Energy identities

For two square-integrable functions 𝑓 , 𝑔 ∶ [0, 𝐿] → R one may define an inner product and associated norm as

⟨𝑓, 𝑔⟩ =
𝐿
𝑓𝑔 d𝑥, ‖𝑓‖ =

√

⟨𝑓, 𝑓⟩. (4)
2

∫0
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These definitions can be used to derive suitable energy identities for the nonlinear wave equation. Here, one takes an inner product
of (1a) with 𝜕𝑡𝑢, and of (1b) with 𝜕𝑡𝑣, to get

𝜌𝐴
⟨

𝜕𝑡𝑢, 𝜕
2
𝑡 𝑢
⟩

= 𝑇0
⟨

𝜕𝑡𝑢, 𝜕
2
𝑥𝑢
⟩

− 𝐸𝐼
⟨

𝜕𝑡𝑢, 𝜕
4
𝑥𝑢
⟩

+
⟨

𝜕𝑡𝑢, 𝜕𝑥

(

𝜕𝜙
𝜕(𝜕𝑥𝑢)

)⟩

, (5a)

𝜌𝐴
⟨

𝜕𝑡𝑣, 𝜕
2
𝑡 𝑣
⟩

= 𝑇0
⟨

𝜕𝑡𝑣, 𝜕
2
𝑥𝑣
⟩

+
⟨

𝜕𝑡𝑣, 𝜕𝑥

(

𝜕𝜙
𝜕(𝜕𝑥𝑣)

)⟩

. (5b)

Summing the two equations, after appropriate integration by parts, and using the fact that

𝑑𝜙
𝑑𝑡

= 𝜕𝑡𝜕𝑥𝑢
(

𝜕𝜙
𝜕(𝜕𝑥𝑢)

)

+ 𝜕𝑡𝜕𝑥𝑣
(

𝜕𝜙
𝜕(𝜕𝑥𝑣)

)

, (6)

one gets the following energy balance
𝑑𝐻
𝑑𝑡

=
(

⟨𝜕𝑡𝑢, 𝐹𝑢⟩ − ⟨𝜕𝑡𝜕𝑥𝑢,𝑀𝑢⟩ + ⟨𝜕𝑡𝑣, 𝐹𝑣⟩
)

|

|

|

𝐿

0
, (7)

here the boundary forces and moment, due to linear and nonlinear effects, are expressed as

𝐹𝑢 = 𝑇0𝜕𝑥𝑢 − 𝐸𝐼𝜕3𝑥𝑢 +
𝜕𝜙

𝜕(𝜕𝑥𝑢)
, 𝐹𝑣 = 𝑇0𝜕𝑥𝑣 +

𝜕𝜙
𝜕(𝜕𝑥𝑣)

, 𝑀𝑢 = −𝐸𝐼𝜕2𝑥𝑢.

The total energy is the sum of kinetic, linear and nonlinear potential energies, as

𝐻(𝑡) = 𝐸𝑘(𝑡) + 𝐸𝑝𝑙(𝑡) + 𝐸𝑝𝑛𝑙(𝑡), (8)

where

𝐸𝑘 =
𝜌𝐴
2

(

‖

‖

𝜕𝑡𝑢‖‖
2 + ‖

‖

𝜕𝑡𝑣‖‖
2
)

, (9a)

𝐸𝑝𝑙 =
𝑇0
2

(

‖

‖

𝜕𝑥𝑢‖‖
2 + ‖

‖

𝜕𝑥𝑣‖‖
2
)

+ 𝐸𝐼
2

‖

‖

‖

𝜕2𝑥𝑢
‖

‖

‖

2
, (9b)

𝐸𝑝𝑛𝑙 =
‖

‖

‖

√

𝜙‖‖
‖

2
. (9c)

hich is non-negative. The right hand side of (7) consists of boundary terms. In order for the system to be conservative, it is
ufficient to impose conditions such that the boundary terms vanish. Various combinations are possible, and one must be wary of
he nonlinear terms when imposing the vanishing of the forces at the boundary. Here, the string is assumed to be simply-supported
lexurally, and fixed longitudinally, i.e.

𝑢 = 𝜕2𝑥𝑢 = 𝑣 = 0 at 𝑥 = 0, 𝐿 (10)

hen these conditions are enforced, energy conservation holds, and thus

𝐻(𝑡) = 𝐻(0) ≜ 𝐻0. (11)

n expression for 𝐻0 is derived by direct substitution of (3) (plus appropriate derivatives) into (9). Bounds on solution growth may
e expressed easily from such conserved energy, as

0 ≤ ‖

‖

𝜕𝑡𝑢‖‖ ≤
√

2𝐻0∕𝜌𝐴, 0 ≤ ‖

‖

𝜕𝑥𝑢‖‖ ≤
√

2𝐻0∕𝑇0, (12)

with analogous bounds holding for the longitudinal term. Since the string is fixed at both ends, bounds on 𝑢, rather than its
derivatives, may be obtained here, see e.g. [8] (Chapter 6) and [17].

2.2. Quadratisation

In view of the numerical application presented below, the nonlinear potential energy is now quadratised by means of the function
𝜓 ∶ R2 → R+

0 defined as

𝜓(𝜕𝑥𝑢, 𝜕𝑥𝑣) =
√

2𝜙(𝜕𝑥𝑢, 𝜕𝑥𝑣). (13)

Under such transformation, the total energy is

𝐻(𝑡) = 𝐸𝑘(𝑡) + 𝐸𝑝𝑙(𝑡) + 𝐸𝑝𝑛𝑙(𝑡), (14)

where 𝐸𝑘, 𝐸𝑝𝑙 are the same as (9), but where

𝐸𝑝𝑛𝑙 =
‖𝜓‖2

2
, (15)

The total energy here includes only quadratic terms, and the equations of motion read
( 2 2 4) ( )
3

𝜌𝐴𝜕𝑡 − 𝑇0𝜕𝑥 + 𝐸𝐼𝜕𝑥 𝑢(𝑡, 𝑥) = 𝜕𝑥 𝑔𝑢𝜓 , (16a)
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(

𝜌𝐴𝜕2𝑡 − 𝑇0𝜕
2
𝑥
)

𝑣(𝑡, 𝑥) = 𝜕𝑥
(

𝑔𝑣𝜓
)

, (16b)
𝑑𝜓
𝑑𝑡

= 𝑔𝑢𝜕𝑡𝜕𝑥𝑢 + 𝑔𝑣𝜕𝑡𝜕𝑥𝑣. (16c)

These are completed by the identities

𝑔𝑢 =
𝜕𝜓

𝜕(𝜕𝑥𝑢)
, 𝑔𝑣 =

𝜕𝜓
𝜕(𝜕𝑥𝑣)

. (17)

The transformation (13) forms the core of the Invariant Energy Quadratisation method (IEQ), proposed by Yang and associates
in the context of nonlinear parabolic phase-field models [21–23], and allowing for a linearly-implicit formulation of the associated
numerical schemes. In parallel, a different kind of quadratisation was proposed by Hélie, Lopes and Falaize within the context of
Port-Hamiltonian systems [27–30]. The former method, IEQ, may be applied to any non-negative multivariate potential 𝜙. For the
atter method, further requirements on convexity must be met by the function 𝜙 [30], precluding the possibility of treating various
ases such as e.g. non-invertible potentials. Furthermore, for the associated numerical schemes, second-order accuracy is achieved
ia a two-step procedure in the latter method, involving the solution of two linear systems per time step, as opposed to one single
tep for IEQ. A check of the order of accuracy, in the case of a scalar nonlinear ODE, is offered in Appendix A.

IEQ for the cases of nonlinear hyperbolic wave equations were proposed in [31] for the sine-Gordon equation, and in [32] for
he geometrically exact string, and the results therein are extended here. Other examples of the application of IEQ, of interest in
usical acoustics, are given in [33].

. Semi-discrete formulation

The quadratised Eqs. (16) are now discretised in space, using a mixed formulation including a finite difference discretisation
f the transverse waves, and a spectral discretisation of the longitudinal waves. The reason for this design choice resides in the
ifficulty of resolving a system that comprises two different wave speeds (here, transverse and longitudinal), and whose expressions
re obtained after linearisation of (1). The two speeds are, respectively, 𝑐𝑢 =

√

𝑇0∕𝜌𝐴 (valid at low frequencies), and 𝑐𝑣 =
√

𝐸∕𝜌,
where typically 𝑐𝑣 ≫ 𝑐𝑢 for musical strings. Since the grid spacing in a finite difference scheme is directly related to the wave speed
via a stability condition, one should consider that adapting the grid spacing to match the velocity in either direction of motion
will result in severe frequency warping effects in the other direction, at reference sample rates. One possible solution, proposed
e.g. in [8] (Chapter 8) and [34], is to make use of two separate grids, one for the longitudinal and one for the transverse waves, and
to perform interpolation in order to couple them. Another choice, explored here, is to make use of a mixed approach: the transverse
waves may still be resolved via finite difference schemes; the longitudinal waves may be instead approximated by a suitable modal
or spectral discretisation [35,36].

3.1. Spatial finite difference operators

For the transverse direction, the length 𝐿 is divided into 𝑁 subintervals, yielding 𝑁 + 1 grid points including the end points.
The subintervals are of length ℎ = 𝐿∕𝑁 , the grid spacing. Boundary conditions are of fixed type, as per (10), therefore the two end
points need not be computed and stored. The physical displacement 𝑢(𝑡, 𝑥 = 𝑚ℎ) is approximated by (𝐮(𝑡))𝑚, 1 ≤ 𝑚 ≤ 𝑁 − 1. The
spatial difference operator, for fixed conditions, can be expressed as a 𝑁 ×𝑁 − 1 matrix of the following form

𝐃−𝐮 = 1
ℎ
(

[𝐮⊺, 0]⊺ − [0,𝐮⊺]⊺
)

. (18)

The forward and backward spatial difference matrices are related by a transpose operation, i.e.

𝐃+ = − (𝐃−)⊺ . (19)

Furthermore, one has

𝐃2 = 𝐃+𝐃−, 𝐃4 = 𝐃2𝐃2. (20)

i.e. the non-commutative composition of the backward and forward differentiation yields the second spatial difference, and the
composition of the second spatial difference with itself gives the fourth spatial difference. Both these matrices are of size 𝑁−1×𝑁−1.
Using Taylor-expansion arguments, one has

(

𝐃(+,−)𝐮
)

𝑚 =
𝑑𝑢(𝑥)
𝑑𝑥

|

|

|𝑥=𝑚ℎ
+ 𝑂(ℎ), (21)

(

𝐃2𝐮
)

𝑚 =
𝑑2𝑢(𝑥)
𝑑𝑥2

|

|

|𝑥=𝑚ℎ
+ 𝑂(ℎ2), (22)

(

𝐃4𝐮
)

=
𝑑4𝑢(𝑥)

|

| + 𝑂(ℎ2). (23)
4

𝑚 𝑑𝑥4 |𝑥=𝑚ℎ
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3.2. Spectral discretisation of the longitudinal waves

For the longitudinal component, one may approximate the continuous function 𝑣(𝑡, 𝑥) by a grid function 𝐯(𝑡) ∶ R+
0 → R𝑁−1. Then,

spectral operator is applied. This is

𝐯(𝑡) = 𝐙𝐬(𝑡). (24)

xplicitly, this is given as

𝑣𝑚(𝑡) =
√

2ℎ
𝐿

𝑁𝑠
∑

𝜈=1
sin

(𝑚𝜈ℎ𝜋
𝐿

)

𝑠𝜈 (𝑡) , 1 ≤ 𝑚 ≤ 𝑁 − 1, (25)

Thus, 𝑍𝑚,𝜈 =
√

2ℎ∕𝐿 sin(𝑚𝜈ℎ𝜋∕𝐿), and the matrix is of size (𝑁 − 1) × 𝑁𝑠. Here, the upper bound in the sum, 𝑁𝑠, represents the
umber of eigenfunctions in the longitudinal direction, to be specified later. Note that such basis functions are consistent with
he fixed conditions at the string’s ends, as per (10). The square root factor multiplying the basis functions is here only a useful
ormalisation. Here, 𝐙 satisfies the following identities

𝐙⊺𝐙 = 𝐈, 𝐙⊺ 𝐃2 𝐙 = −Λ, (26)

here Λ is an 𝑁𝑠 × 𝑁𝑠 diagonal matrix with [Λ]𝜈,𝜈 = 𝜈2𝜋2

𝐿2 + 𝑂(ℎ2). The first property is a statement of the orthogonality of sine
unctions; the second property is a consequence of the spectral decomposition of the 𝐃2 operator. These properties can be used to
epresent the scheme for the longitudinal wave equation in a modal form, as shown below.

.3. Auxiliary state variable

The continuous function 𝜓(𝜕𝑥𝑢, 𝜕𝑥𝑣) in (16) will be approximated here as an extra, independent state variable, defined on an
nterleaved spatial grid, i.e. 𝝍(𝑡) ∶ R+

0 → R𝑁 . Explicit realisations for (17) must also be supplied. These are given via the vectors 𝐠𝑢,
𝑣:

𝐠𝑢 =
√

𝐸𝐴 − 𝑇0 𝐃−𝐮
√

(1 + 𝐃−𝐯)2 + (𝐃−𝐮)2
, 𝐠𝑣 =

√

𝐸𝐴 − 𝑇0 (1 + 𝐃−𝐯)
√

(1 + 𝐃−𝐯)2 + (𝐃−𝐮)2
, (27)

where the division of vectors, and exponentiation, are intended elementwise. Both these vectors are of length 𝑁 . From these, the
square 𝑁 ×𝑁 matrices 𝐆𝑢 and 𝐆𝑣 are given as

𝐆𝑢 = diag(𝐠𝑢), 𝐆𝑣 = diag(𝐠𝑣). (28)

3.4. Semi-discrete equations of motion

Using the proposed notation, a semi-discrete realisation of (16) is given as
(

𝜌𝐴 𝑑2

𝑑𝑡2
− 𝑇0𝐃2 + 𝐸𝐼𝐃4

)

𝐮(𝑡) = 𝐃+𝐆𝑢𝝍(𝑡), (29a)
(

𝜌𝐴 𝑑2

𝑑𝑡2
− 𝑇0𝐃2

)

𝐙𝐬(𝑡) = 𝐃+𝐆𝑣𝝍(𝑡), (29b)

𝑑𝝍(𝑡)
𝑑𝑡

= 𝐆𝑢

( 𝑑
𝑑𝑡

𝐃−𝐮(𝑡)
)

+𝐆𝑣

( 𝑑
𝑑𝑡

𝐃−𝐙𝐬(𝑡)
)

. (29c)

xplicit expressions for 𝐆𝑢, 𝐆𝑣 are given in (28). The longitudinal displacement is expressed as a superposition of modes, as per
24), and diagonalisation of (29b) can be obtained by multiplying on the left by 𝐙⊺, to give

(

𝜌𝐴 𝑑2

𝑑𝑡2
+ 𝑇0Λ

)

𝐬(𝑡) = 𝐙⊺ 𝐃+𝐆𝑣𝝍(𝑡). (30)

3.5. Semi-discrete energy identities

A discrete version of (4) (inner product and associated norm) for two vectors 𝐟 , 𝐠 ∶ R+
0 → R𝑁−1 can be given as

⟨𝐟 , 𝐠⟩ = ℎ 𝐟⊺ 𝐠, ‖𝐟‖ =
√

⟨𝐟 , 𝐟⟩. (31)

Thus, taking an inner product of (29a) with 𝑑𝐮
𝑑𝑡 , of (29b) with 𝑑𝐯

𝑑𝑡 , and summing, yields a semi-discrete energy balance of the kind

𝑑h(𝑡)
𝑑𝑡

= 0 where h(𝑡) = E𝑘(𝑡) + E𝑝𝑙(𝑡) + E𝑝𝑛𝑙(𝑡). (32)

The semi-discrete kinetic, linear and nonlinear potential energies are

E𝑘 =
𝜌𝐴

(

‖

‖

‖

𝑑𝐮‖
‖

‖

2
+
‖

‖

‖

𝑑𝐯‖
‖

‖

2)

, (33a)
5

2
‖
𝑑𝑡

‖ ‖
𝑑𝑡

‖
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E𝑝𝑙 =
𝑇0
2

(

‖𝐃−𝐮‖2 + ‖𝐃−𝐯‖2
)

+ 𝐸𝐼
2

‖

‖

‖

𝐃2𝐮‖‖
‖

2
, (33b)

E𝑝𝑛𝑙 =
‖𝝍‖2

2
. (33c)

hich is a non-negative, semi-discrete counterpart of (14). In order to obtain this expression for the energy, the transposition and
ymmetry properties (19), (20) of the difference matrices were used, along with the rate of change of the auxiliary state variable
, as per (29c).

. Time discretisation

A numerical scheme arises after an appropriate time discretisation of (29). Thus, the grid functions 𝐮(𝑡), 𝐯(𝑡) are approximated
t the time 𝑛𝑘 by the time series 𝐮𝑛, 𝐯𝑛, where 𝑛 ∈ N0, and where 𝑘 is the time step (the multiplicative inverse of the sample rate).
imilarly, the auxiliary state variable 𝝍(𝑡) is approximated by an interleaved time series 𝝍𝑛−1∕2.

.1. Time difference operators

The basic operators in discrete time are the identity and shift operators, defined as

1𝐮𝑛 = 𝐮𝑛, 𝑒𝑡+𝐮𝑛 = 𝐮𝑛+1, 𝑒𝑡−𝐮𝑛 = 𝐮𝑛−1. (34)

rom these, one may define the time difference operators, all approximating the first time derivative, as

𝛿𝑡+𝐮𝑛 =
(𝑒𝑡+ − 1)𝐮𝑛

𝑘
=
𝑑𝐮(𝑡)
𝑑𝑡

|

|

|𝑡=𝑘𝑛
+ 𝑂(𝑘), (35a)

𝛿𝑡−𝐮𝑛 =
(1 − 𝑒𝑡−)𝐮𝑛

𝑘
=
𝑑𝐮(𝑡)
𝑑𝑡

|

|

|𝑡=𝑘𝑛
+ 𝑂(𝑘), (35b)

𝛿𝑡⋅𝐮𝑛 =
(𝑒𝑡+ − 𝑒𝑡−)𝐮𝑛

2𝑘
=
𝑑𝐮(𝑡)
𝑑𝑡

|

|

|𝑡=𝑘𝑛
+ 𝑂(𝑘2). (35c)

An approximation to the second time derivative is constructed from the above as

𝛿𝑡𝑡𝑢
𝑛 = (𝛿𝑡+𝛿𝑡−)𝐮𝑛 =

𝑑2𝐮(𝑡)
𝑑𝑡2

|

|

|𝑡=𝑘𝑛
+ 𝑂(𝑘2). (36)

Averaging operators are also used throughout the text, and are

𝜇𝑡+𝐮𝑛 =
(𝑒𝑡+ + 1)𝐮𝑛

2
= 𝐮(𝑘𝑛) + 𝑂(𝑘), (37a)

𝜇𝑡−𝐮𝑛 =
(1 + 𝑒𝑡−)𝐮𝑛

2
= 𝐮(𝑘𝑛) + 𝑂(𝑘), (37b)

𝜇𝑡⋅𝐮𝑛 =
(𝑒𝑡+ + 𝑒𝑡−)𝐮𝑛

2
= 𝐮(𝑘𝑛) + 𝑂(𝑘2). (37c)

For the interleaved function 𝝍𝑛−1∕2, the same definitions apply formally, but the order of the approximation changes. Thus

1𝝍𝑛−1∕2 = 𝝍𝑛−1∕2, 𝑒𝑡+𝝍𝑛−1∕2 = 𝝍𝑛+1∕2. (38)

he time difference is

𝛿𝑡+𝝍𝑛−1∕2 =
(𝑒𝑡+ − 1)𝝍𝑛−1∕2

𝑘
=
𝑑𝝍(𝑡)
𝑑𝑡

|

|

|𝑡=𝑘𝑛
+ 𝑂(𝑘2), (39)

and the averaging operator gives

𝜇𝑡+𝝍𝑛−1∕2 =
(𝑒𝑡+ + 1)𝝍𝑛−1∕2

2
= 𝝍(𝑘𝑛) + 𝑂(𝑘2). (40)

and note that the following identity, used throughout the text, holds

𝜇𝑡+𝝍𝑛−1∕2 = 𝑘
2
𝛿𝑡+𝝍𝑛−1∕2 + 𝝍𝑛−1∕2 (41)

hree useful identities are given here. Considering the inner product and norm given in (31), one has

⟨𝛿𝑡⋅𝐮, 𝛿𝑡𝑡𝐮⟩ = 𝛿𝑡+
‖

‖

𝛿𝑡−𝐮‖‖
2

2
, (42a)

⟨𝐮, 𝛿𝑡⋅𝐮⟩ = 𝛿𝑡+
⟨𝐮, 𝑒𝑡−𝐮⟩

2
, (42b)

⟨

𝛿 𝝍 , 𝜇 𝝍
⟩

= 𝛿
‖𝝍‖2

. (42c)
6

𝑡+ 𝑡+ 𝑡+ 2
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4.2. Fully-discrete equations of motion

Given the above definitions, a fully-discrete system of equations can now be given. These are
(

𝜌𝐴𝛿𝑡𝑡 − 𝑇0𝐃2 + (1 + 𝜂(𝜇𝑡⋅ − 1))𝐸𝐼𝐃4)𝐮𝑛 = 𝐃+𝐆𝑛
𝑢 𝜇𝑡+𝝍

𝑛−1∕2, (43a)
(

𝜌𝐴𝛿𝑡𝑡 + 𝑇0Λ
)

𝐬𝑛 = 𝐙⊺𝐃+𝐆𝑛
𝑣 𝜇𝑡+𝝍

𝑛−1∕2, (43b)

𝛿𝑡+𝝍𝑛−1∕2 = 𝐆𝑛
𝑢
(

𝛿𝑡⋅𝐃−𝐮𝑛
)

+𝐆𝑛
𝑣
(

𝛿𝑡⋅𝐃−𝐙𝐬𝑛
)

. (43c)

which discretises (29). Note that 𝐆𝑛
𝑢, 𝐆𝑛

𝑣 are given by (28), after substituting 𝐮(𝑡) → 𝐮𝑛, 𝐯(𝑡) → 𝐯𝑛. In (43a), 𝜂 ∈ {0, 1}: when 𝜂 = 0,
he fourth-order spatial operator is discretised explicitly. As will be seen shortly, this has consequences on the stability, efficiency
nd convergence properties of the scheme, as well as on its wideband behaviour in the frequency domain. All these aspects will be
nvestigated thoroughly in the following sections.

Furthermore, it is remarked that this scheme is a three-step scheme, in that not only does one need to solve for the displacement
, and modal coordinates 𝐬, but also for 𝝍 , which is treated here as an auxiliary state variable. Thus, the numerical system is here
ompleted by a set of initial conditions on 𝐮, 𝐯 discretising (3), (from which one may get 𝐬 = 𝐙⊺𝐯), as well as a suitable initial
ondition for 𝝍 , which can be given as

𝝍1∕2 =
√

𝐸𝐴 − 𝑇0

(√

(

1 + 𝐃−𝐙𝜇𝑡+𝐬0
)2 +

(

𝐃−𝜇𝑡+𝐮0
)2 − 1

)

. (44)

ote that the averaging operators are here used so to yield a second-order accurate discretisation of the continuous function 𝜓 , at
he initial interleaved time step 𝑡1∕2 = 𝑘∕2.

The time discretisation was chosen here such that (43) conserves a numerical energy. This is easily shown after taking an inner
roduct (as per (31)) of (43a) with 𝛿𝑡⋅𝐮, of (43b) with 𝛿𝑡⋅𝐯, summing, and making use of (43c) plus the identities given in (42), as
ell as definition (25) and identities (26). The result is

𝛿𝑡+h
𝑛−1∕2 = 0, where h = E𝑘 + E𝑝𝑙 + E𝑝𝑛𝑙 . (45)

The kinetic, linear and nonlinear potential energies are given as

E
𝑛−1∕2
𝑘 =

𝜌𝐴
2

(

‖

‖

𝛿𝑡−𝐮𝑛‖‖
2 + ‖

‖

𝛿𝑡−𝐯𝑛‖‖
2
)

+
𝜂𝐸𝐼𝑘2

4
‖𝐃2𝛿𝑡−𝐮𝑛‖2, (46a)

E
𝑛−1∕2
𝑝𝑙 =

𝑇0
2

(

⟨𝐃−𝐮𝑛,𝐃−𝑒𝑡−𝐮𝑛⟩ + ⟨𝐃−𝐯𝑛,𝐃−𝑒𝑡−𝐯𝑛⟩
)

+ 𝐸𝐼
2

⟨

𝐃2𝐮𝑛,𝐃2𝑒𝑡−𝐮𝑛
⟩

, (46b)

E
𝑛−1∕2
𝑝𝑛𝑙 =

‖

‖

‖

𝝍𝑛−1∕2‖
‖

‖

2

2
. (46c)

This expression approximates the total energy of the system. As opposed to the continuous and the semi-discrete cases (14) and
(33), the fully-discrete expression for the energy may be negative in some cases. Non-negativity is achieved here only when the grid
spacing ℎ and the time step 𝑘 satisfy a suitable condition, arising as a consequence of the discretisation of the linear part (since the
onlinear energy, from (46c), is non-negative by definition). When 𝑘 is selected as input parameter, lower bounds on ℎ are given
s (see e.g. [8,37])

ℎ ≥
⎧

⎪

⎨

⎪

⎩

√

𝑇0𝑘2+
√

(𝑇0𝑘2)2+16𝜌𝐴𝐸𝐼𝑘2

2𝜌𝐴 ≜ ℎ0, 𝑖𝑓𝜂 = 0, (a)
√

𝑇0
𝜌𝐴 𝑘 ≜ ℎ𝐶𝐹𝐿, 𝑖𝑓𝜂 = 1. (b)

(47)

It is remarked that the stability condition for 𝜂 = 0 is not a pure CFL condition, since the time step is not directly proportional
to the grid spacing. This is a consequence of the explicit discretisation of the fourth spatial derivative, i.e. 𝜕4𝑥𝑢(𝑡, 𝑥) → 𝐃4 𝐮𝑛. This
discretisation has the benefit of reducing the number of grid points, at the stability limit, when the time step is chosen as input
parameter.

When conditions (47) are enforced, the energy is non-negative, and hence the grid functions remain bounded over time, with
bounds holding here as discrete versions of (12):

0 ≤ ‖

‖

𝛿𝑡−𝐮𝑛‖‖ ≤
√

2h1∕2∕𝜌𝐴, 0 ≤ ‖

‖

𝜇𝑡−𝐃−𝐮𝑛‖
‖

≤
√

2h1∕2∕𝑇0, (48)

with similar bounds holding for the longitudinal grid function 𝐯. It is remarked that the auxiliary state variable 𝝍 remain itself
bounded, as

0 ≤ ‖

‖

‖

𝝍𝑛−1∕2‖
‖

‖

≤
√

2h1∕2. (49)

.3. Number of numerical longitudinal eigenfunctions

A bound on the number of longitudinal eigenfunctions, determining the size of 𝐙 in (24), can be derived by imposing non-
egativity of the longitudinal linear discrete energy, i.e. 𝑁 ≤ (2𝐿∕𝜋𝑘)

√

𝜌𝐴∕𝑇 [8] (Chapter 6). It will be convenient, however, to
7

𝑠 0
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use a much lower number of modes, such that

𝑁𝑠 ≤
2𝐿
𝜋𝑘

√

𝜌
𝐸
. (50)

This is the natural bound on the number of modes associated with the CFL condition on the longitudinal wave speed 𝑐𝑣 =
√

𝐸∕𝜌.
This choice has the benefit of efficiency, since the system is much smaller in size (typically 𝑐𝑣 ≫ 𝑐𝑣).

4.4. Solvability, local truncation error and convergence

Solving system (43) is accomplished by first using identity (41) in both (43a) and (43b), and then using (43c) to express the
𝛿𝑡+𝝍 in terms of 𝐮, 𝐬. The resulting system is written as

𝐓
[

𝐮𝑛+1
𝐬𝑛+1

]

=
[

𝐛𝑛𝑢
𝐛𝑛𝑠

]

, (51)

where 𝐓 = 𝐓0 − 𝐓̃𝑛, and

𝐓0 =

[

𝜌𝐴
𝑘2
𝐈 + 𝜂𝐸𝐼

2 𝐃4 𝟎
𝟎 𝜌𝐴

𝑘2
𝐈

]

(52a)

𝐓̃𝑛 = 1
4

[

𝐃+𝐆𝑛
𝑢𝐆

𝑛
𝑢𝐃

− 𝐃+𝐆𝑛
𝑢𝐆

𝑛
𝑣𝐃

−𝐙
𝐙⊺𝐃+𝐆𝑛

𝑢𝐆
𝑛
𝑣𝐃

− 𝐙⊺𝐃+𝐆𝑛
𝑣𝐆

𝑛
𝑣𝐃

−𝐙

]

. (52b)

ere, 𝐛𝑛𝑢, 𝐛𝑛𝑠 are vectors of known coefficients from previous time steps, of length 𝑁−1 and 𝑁𝑠 respectively. The update matrix is the
um of a time-independent matrix 𝐓0, accounting for the linear part of the system, minus a time-dependent matrix 𝐓̃𝑛, accounting
or the nonlinearities (and which must be recomputed at each time step). Note that 𝐓 is a non-singular, symmetric matrix, and
herefore 𝐮𝑛+1, 𝐬𝑛+1 are uniquely determined. These values can then be used to compute 𝐯𝑛+1 via (24), and 𝝍𝑛+1∕2 via (43c). The top
eft square block in 𝐓 is sparse, and it contains the most elements in the matrix. The bottom right square block is the smallest, and is
ull. The off-diagonal rectangular blocks are also full. It is convenient to approach the solution of the linear system by decomposing
he matrix 𝐓 using the Schur complement, as detailed below in Section 5.

The local truncation error 𝜏𝑛𝑚 of scheme (43) at time 𝑡𝑛 = 𝑛𝑘 and at the grid point 𝑥𝑚 = 𝑚ℎ is obtained when the scheme is
applied to the true solutions 𝑢(𝑡, 𝑥), 𝑣(𝑡, 𝑥) of (16), and Taylor-expanding, see e.g. [38]. Using the Taylor expansions given above for
the spatial and temporal operators, it can be shown that

𝜏𝑛𝑚 = 𝑂(ℎ2) + 𝑂(𝑘2), (53)

When 𝑘 and ℎ are chosen along the path dictated by the stability condition (47), one has 𝑘 = 𝑂(ℎ2) when 𝜂 = 0, making the scheme
ormally first-order convergent in the time step 𝑘. For 𝜂 = 1, the scheme is second-order accurate in both 𝑘 and ℎ. Space–time
onvergence curves for both 𝜂 = 0, 1, in the linear case, are given in Appendix B. One may go further and prove convergence of
he nonlinear system as a consequence of stability and consistency, showing that the scheme converges to the true solution as ℎ,
tend to zero, and that the global error preserves the same order accuracy when ℎ, 𝑘 are decreased along the path given by the

tability condition. This is a delicate point: one should be wary that theoretical error estimate blow-ups have been predicted, even
or linear wave equations, see e.g. [39,40]. In [39], it is shown that a post-processing of the error time series leads indeed to an
stimate that does not blow up, in accordance with empirical observations. Here, a formal proof for the proposed scheme, while
ecessary, is out-of-scope. A proof of order-accuracy in the case of a hyperbolic wave equation as per the sine-Gordon model, using
EQ, is given in [31]. Other formal proofs of applications of IEQ are included in e.g. [21].

. Computational testing

A mentioned above, a suitable matrix decomposition may be employed to speed up the solution of the linear system (51). First,
rite

𝐓 =
[

𝐓11 𝐓12
𝐓⊺
12 𝐓22

]

. (54)

ere, 𝐓11 is an 𝑁 − 1×𝑁 − 1 sparse block, 𝐓12 is an 𝑁 − 1×𝑁𝑠 full block, and 𝐓22 is a 𝑁𝑠 ×𝑁𝑠 full block. For typical strings, when
ne chooses the grid spacing according to (47), one has 𝑁𝑠 ≪ 𝑁 and it results therefore natural to decompose the matrix so to take
dvantage of the sparsity of the largest block 𝐓11. Block LDU factorisation [41] is one such matrix decomposition algorithm. This
s

𝐓 =
[

𝐈 𝟎
𝐓⊺
12𝐓

−1
11 𝐈

] [

𝐓11 𝟎
𝟎 𝜿

] [

𝐈 𝐓−1
11 𝐓12

𝟎 𝐈

]

(55)

here

𝜿 = 𝐓 − 𝐓⊺ 𝐓−1𝐓 (56)
8

22 12 11 12



Journal of Sound and Vibration 534 (2022) 117021M. Ducceschi and S. Bilbao
Table 1
String parameters, obtained from typical values for musical strings.

Units Value

𝜌 kg/m3 8000
𝐸 Pa 2 ⋅ 1011

𝑇0 N 40
𝐿 m 1
𝑟 mm 0.29

Table 2
Compute times for 0.01 s of output. The string parameters are as in Table 1 and initial conditions considered here are the same as Fig. 1. The oversampling
factors (OF) are given for a base sample rate 𝑓𝑠 = 48 ⋅ 103 Hz. The grid spacing is chosen as ℎ = 1.05

√

𝑇0∕𝜌𝐴𝑘. The iterative scheme is run with a tolerance
threshold 10−13, and 100 maximum iterations per step. The compute times reported are an average over 5 consecutive tests. For ICA_IT, the numbers in brakets
indicate the average number of iterations of the Newton-Raphson routine.

OF 𝑁 𝑁𝑠 LU_NIT (s) ICA_NIT (s) ICA_IT (s) 𝙸𝙲𝙰_𝙸𝚃
𝙻𝚄_𝙽𝙸𝚃

𝙸𝙲𝙰_𝙸𝚃
𝙸𝙲𝙰_𝙽𝙸𝚃

𝙸𝙲𝙰_𝙽𝙸𝚃
𝙻𝚄_𝙽𝙸𝚃

1 332 7 0.35 0.48 1.29 (4.01) 3.7 2.7 1.4
2 664 13 1.67 2.37 7.58 (3.01) 4.5 3.2 1.4
4 1329 25 14.6 22.3 83.2 (3.02) 5.7 3.7 1.5

is called the Schur complement, and is here a 𝑁𝑠 × 𝑁𝑠 full matrix. Remembering the definitions of 𝐛𝑛𝑢, 𝐛𝑛𝑠 from (51), an efficient
algorithm may be extracted from the decomposition above as follows. First, define

𝐲 = 𝐓−1
11 𝐛

𝑛
𝑢 , (57a)

𝐳 = 𝐛𝑛𝑠 − 𝐓⊺
12𝐲. (57b)

Then, the solution to (51) is obtained as

𝐬𝑛+1 = 𝜿−1𝐳, (58a)

𝐮𝑛+1 = 𝐲 − 𝐓−1
11 𝐓12 𝐬𝑛+1. (58b)

This algorithm requires the solution of three linear systems: two are sparse (one in (57a), one in (58b)), and one is full (in (58a)),
though of very small size. A sparse matrix inversion is also required to compute 𝜿 in (56).

The proposed algorithm (denoted LU_NIT) is now compared against the two schemes presented in [32]. These are: 1. a non-
iterative scheme (denoted ICA_NIT) obtained from the same quadratisation proposed here, but where both the transverse and the
longitudinal waves are simulated using finite differences in both space and time; 2. an iterative finite difference scheme (denoted
ICA_IT) obtained using a fully-implicit discretisation of the gradient, in a way that is analogous to that employed in numerous
works, see e.g. [17,29,42,43]. Since in [32] stiffness is not considered, in this test 𝐼 is set to zero, and the choice of 𝜂 in (43a) has no
influence. Note as well that both LU_NIT and ICA_NIT are in the form of ‘‘quadratised’’ schemes, the only differences being in the
discretisation of the longitudinal component, as well as in the linear system solver employed. For the iterative scheme ICA_IT, the
number of iterations is set using a tolerance threshold 𝜏 = 10−13 on the computed iteration, and the maximum number of iterations
is capped at 100. The test is run on a 2016 Macbook Pro equipped with a 2.9 GHz Intel Core i7 processor. The algorithms are
implemented and run in Matlab2020. Unless otherwise specified, all the linear systems and the matrix inversions are implemented
using Matlab’s backslash (\). Source code is available on the companion webpage.1 A summary of the string’s parameters employed
here is given in Table 1.

Two tests are run, summarised in Tables 2 and 3. The string is initialised with a centred raised cosine, with an initial maximum
amplitude of 2 mm, (as in Fig. 1). The amplitude is chosen so that nonlinear effects are clearly audible. In the first test, the sample
rate is chosen as input parameter, and the grid spacing is chosen as ℎ = 1.05ℎ𝐶𝐹𝐿, where ℎ𝐶𝐹𝐿 is given in (47)(b) (slightly away
from the limit of stability of the transverse waves). In the second test, the grid spacing is chosen at the limit of stability of the
longitudinal waves, i.e. ℎ =

√

𝐸∕𝜌 𝑘, that is, the same as in [32] (note that this is a much larger spacing than in the previous
test). Compared to the ICA_IT scheme, both non-iterative schemes give consistent speedups, particularly when the grid spacing is
smaller. In this respect, note that the computational speedup of the LU decomposition is less pronounced as the ratio 𝑁∕𝑁𝑠 becomes
smaller (i.e., the grid spacing becomes larger), since sparsity of the matrix 𝐓 is reduced. Furthermore, in this test LU_NIT is also
faster than the previously available ICA_NIT, though here the compute time ratio is almost constant across all tests.

5.1. Experiments

The performance of scheme (43) is now assessed in a numerical experiment. In Fig. 1, one can see the snapshots of the time
evolution of the simulation, at successive times. The string is initialised in the transverse direction with a raised cosine distribution

1 https://mdphys.org/JSV_2022.html.
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Table 3
Same as Table 2, but here the grid spacing is chosen as ℎ =

√

𝐸∕𝜌 𝑘.

OF 𝑁 𝑁𝑠 LU_NIT (s) ICA_NIT (s) ICA_IT (s) 𝙸𝙲𝙰_𝙸𝚃
𝙻𝚄_𝙽𝙸𝚃

𝙸𝙲𝙰_𝙸𝚃
𝙸𝙲𝙰_𝙽𝙸𝚃

𝙸𝙲𝙰_𝙽𝙸𝚃
𝙻𝚄_𝙽𝙸𝚃

1 9 7 0.04 0.06 0.11 (2.9) 2.7 1.8 1.5
2 19 13 0.09 0.12 0.23 (3.0) 2.6 1.9 1.3
4 38 25 0.23 0.30 0.52 (2.9) 2.3 1.7 1.3

Fig. 1. Snapshots of the time evolution of solutions to the nonlinear wave equation, at successive times. For all panels, the circles represent the solution to the
linear wave equation, the thick black line is the iterative finite difference scheme ICA_IT presented in [32], and the dashed grey line is LU_NIT (43). Note
hat stiffness was not considered in this example, so 𝐼 = 0. The string has the parameters listed in Table 1. The solutions are initialised with a raised cosine
istribution with compact support of the form 𝑢(0, 𝑥) = 𝑈0

2

(

1 + cos
(

2𝜋(𝑥−𝐿∕2)
2𝜎𝐿

))

for 𝐿∕2 − 𝜎𝐿 ≤ 𝑥 ≤ 𝐿∕2 + 𝜎𝐿, and 𝑢(0, 𝑥) = 0 elsewhere. Here, 𝑈0 = 2 mm and
= 0.1. The sample rate used is 𝑓𝑠 = 48 kHz, and the grid spacing is ℎ = 1.05ℎ𝐶𝐹𝐿, where ℎ𝐶𝐹𝐿 is as per (47)(b).

entred around the midpoint of the problem domain. In this example, the moment of inertia 𝐼 is set to zero, so to compare LU_NIT
gainst both the linear one-dimensional wave equation, and to the iterative finite-difference scheme ICA_IT presented in [32].
he key features of nonlinear wave propagation relative to linear are increased wave speed, as well as a progressive flattening
f the peaks with time. Notice that both schemes (43) and the iterative scheme from [32] yield consistent solutions. The same
bservations can be drawn from results shown in Fig. 2. The top panel is a representation of the same solutions for the transverse
isplacement, but plotted against time. The second panel instead shows the longitudinal displacement: the two models yield again
onsistent results, though differences are noticeable. Energy remains conserved for both schemes, with an error of the order of
achine accuracy. However, the iterative scheme can only achieve this through a large number of iterations, highlighting the

dvantage of the linearly-implicit formulation (51).
Note that, in the simulation, the grid spacing is chosen to be slightly larger than bound (47)(b) satisfied with equality. This is to

void possible erratic behaviour near Nyquist. In practice, some spurious noise is generated by the schemes, and propagated through
he spectrum by the nonlinear coupling. This is not a blow-up, rather, it is a polluted solution. This effect has been observed for
ther nonlinear systems, see for example the Kirchhoff–Carrier string in [8] (Chapter 8).

. Wideband numerical dispersion reduction

Numerical dispersion introduces artefacts in the computed solution. In the linear case, modified-equation techniques can be
mployed to increase the formal order of accuracy of the numerical schemes, see e.g. [44–48]. Dispersion is a frequency-dependent
10
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Fig. 2. Waveforms and energy error. The circles represent the solution to the linear wave equation, the thick black line is the iterative finite difference scheme
CA_IT from [32], and the dashed grey line is the non-iterative scheme LU_NIT (43). (a): transverse displacement, output is taken at 𝑥𝑜 = 0.72𝐿; (b): longitudinal

displacement, output is taken at 𝑥𝑜 = 0.72𝐿; (c): energy error for both schemes, defined as 𝜖𝑛−1∕2 = 1 − h𝑛−1∕2∕h1∕2; (d): number of iterations for the transverse
Newton–Raphson, with a tolerance threshold 𝜏 = 10−13, and escape condition iter ≤ 20.

ffect, and higher frequencies are usually more affected by it. Order-accuracy holds in the low-frequency limit, and it was observed
hat lower-order accurate schemes may yield better wideband behaviour, see e.g. [49,50]. For this reason, it may be preferable to
educe dispersion over the entire range of frequencies [37,51], rather than increasing the formal order of accuracy. As an example,
onsider Fig. 3. There, the numerical dispersion relations of the linear part of (43a) are compared against the continuous dispersion
elation of the linear part of (1a). Remember that, from the discussion in Section 4.4, the error of the scheme with 𝜂 = 1 is second-

order in both 𝑘 and ℎ. For 𝜂 = 0, the error is second-order in ℎ and first-order in 𝑘. (These estimates are true when the stability
conditions (47) are satisfied near equality, see also Appendix B). While the scheme with 𝜂 = 1 is higher-accurate in 𝑘, its wideband
ispersion properties are somewhat worse, as seen in Fig. 3. In other words, when both schemes are run with the same sample rate,
nd the grid spacings are chosen close to bounds (47), the increased accuracy of scheme with 𝜂 = 1 at lower frequencies quickly
eteriorates at higher frequencies. For audio, it may be preferable to maintain low numerical dispersion across a wideband portion
f the spectrum, rather than higher order-accuracy, since numerical dispersion in the mid-high range results in a detuning of higher
artials [8] (Chapter 7). For this reason, in the remainder, the scheme with 𝜂 = 1 will be dismissed. The idea is to now employ a

parameterised version of (43a), with 𝜂 = 0, so to reduce numerical dispersion across a large portion of the frequency axis. To that
end, consider the following modification of the linear part of (43a):

(

𝜌𝐴𝐑(𝜃𝑢)𝛿𝑡𝑡 − 𝑇0𝐃2 + 𝐸𝐼𝐃4)𝐮𝑛 = 0, (59)

where the parameterised operator 𝐑
(

𝜃𝑢
)

has the form

𝐑(𝜃𝑢) = 𝐈 +
(1 − 𝜃𝑢)ℎ2

2
𝐃2. (60)

One can select 𝜃𝑢 so that the number of grid intervals matches the number of eigenfunctions whose eigenfrequency is found below the
Nyquist limit 1∕2𝑘, resulting in wideband dispersion reduction, see e.g. [8] (Chapter 7), and [37]. Let such number of eigenfunctions
be 𝑁𝑢. Under simply-supported conditions,

𝑁𝑢 =
𝐿
𝜋

√

√

√

√−𝑇0 +
√

𝑇 2
0 + 4𝜋2

𝑘2
𝜌𝐸𝐴𝐼

2𝐸𝐼
(61)

Then, one selects (see [37])

𝜃𝑢 = 𝜃̄𝑢 ≜
1 +

𝑇0𝑘2ℎ̄2 + 4𝐸𝐼𝑘2
, with ℎ̄ = 𝐿 . (62)
11
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Fig. 3. Continuous and numerical dispersion relations. The numerical dispersion relations are obtained from the linear part of (43a) (left-hand side), using 𝜂 = 0
and 𝜂 = 1, and by transforming the difference operators in the frequency domain, as 𝐃2 → −4∕ℎ2 sin2(𝛾ℎ∕2), 𝐃4 → 16∕ℎ4 sin4(𝛾ℎ∕2), 𝛿𝑡𝑡 → −4∕𝑘2 sin2(𝜔𝑘∕2), and
using 𝜇𝑡⋅ = 1+ 𝑘2

2
𝛿𝑡𝑡. Here, 𝛾 is the wavenumber, and 𝜔 is the radian frequency (though the linear frequency 𝑓 = 𝜔∕2𝜋 is plotted), and ℎ0, ℎ𝐶𝐹𝐿 are given in (47).

Panels (a) and (b) plot the dispersion relation and the absolute value of the error 𝑄(𝑓 ) (i.e. the difference between the continuous and numerical dispersion
relations) for the schemes with 𝜂 = 0 and 𝜂 = 1, when they are both run at their respective limits of stability given in (47). The sample rate is 𝑓𝑠 = 48 ⋅ 103, and
the string parameters are given in Table 1. Panels (c) and (d) repeat the same experiments, except that the scheme with 𝜂 = 1 is run at the limit of stability of
the scheme with 𝜂 = 0. Note that, in both cases, 𝜂 = 0 yields lower wideband numerical dispersion.

The numerical transverse eigenfrequencies 𝜔𝑚, 1 ≤ 𝑚 ≤ 𝑁 − 1 of the parameterised scheme can be determined through use of the
ansatz 𝐮𝑛 = 𝑒𝑗𝜔𝑛𝑘𝐮̂, for a constant vector 𝐮̂, and angular frequency 𝜔, as

{𝜔𝑚} = 2
𝑘
arcsin

(

𝑘
2

eig
[

𝐑(𝜃𝑢)−1
(

−
𝑇0
𝜌𝐴

𝐃2 + 𝐸𝐼
𝜌𝐴

𝐃4
)]1∕2

)

. (63)

Fig. 4 shows the numerical dispersion relations and the modal frequencies for various choices of the parameter 𝜃𝑢. It can be seen
that, under the choice (62), the warping effects are minimised across the spectrum, though order-accuracy is not formally decreased
(since the correction factor is itself 𝑂(ℎ2)), when the stability condition is fulfilled close to the stability limit (though one must be
wary of theoretical error-estimates blow-ups, as explained in e.g. [39] for the case of linear wave equations; see also comment in
the last paragraph of Section 4.4). The same figure shows the results obtained when one chooses ℎ as per the natural longitudinal
grid spacing ℎ𝑣 =

√

𝐸∕𝜌 𝑘: frequency warping effects are evident, and one is not able to resolve frequencies above a few hundred
Hz, at audio rate. This highlights the benefits of the choice of the nonlinear potential function 𝜙 in (2), which leaves the linear
part of the transverse waves unaffected. Convergence of the eigenfrequencies (63), as well as space–time convergence curves for
the parameterised linear scheme (59) are given in Appendix C.

The discrete energy is modified by the introduction of the operator 𝐑(𝜃𝑢). A correction of the order 𝑂(ℎ2) appears in the kinetic
term (46a), which now reads

E𝑘 =
𝜌𝐴
2

(

‖

‖

𝛿𝑡−𝐮‖‖
2 + ‖

‖

𝛿𝑡−𝐯‖‖
2 +

(𝜃𝑢 − 1)ℎ2

2
‖

‖

𝐃−𝛿𝑡−𝐮‖‖
2
)

.

This imposes a modification of the stability condition (47)(a), which now is

ℎ ≥ ℎ0(𝜃𝑢) ≜

√

𝑇0𝑘2 +
√

(𝑇0𝑘2)2 + 16(2𝜃𝑢 − 1)𝜌𝐴𝐸𝐼𝑘2

2𝜌𝐴(2𝜃𝑢 − 1)
, (64)

where it is assumed that 𝜃𝑢 > 1∕2. Though the value for 𝜃𝑢 was selected in the lossless case, losses are small for musical strings, and
hence the wideband dispersion properties are mostly unaffected by it.
12
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Fig. 4. Numerical dispersion relation and error on modal frequencies of the linear transverse displacement. The string parameters are as per Table 1. The
sample rate is 𝑓𝑠 = 48 kHz. (a): Dispersion relations. Black solid line is the continuous dispersion relation; black dashed line is obtained using the stability
condition (64) using 𝜃𝑢 = 𝜃̄𝑢 given in (62); grey solid line is obtained with 𝜃𝑢 = 1; grey dashed lines are obtained under various other choices for 𝜃𝑢. The choice
of the longitudinal grid spacing ℎ = ℎ𝑣 =

√

𝐸∕𝜌 𝑘 is also given in the inset. (b): error on modal frequencies. Black dashed line is obtained using the stability
condition (64) using 𝜃𝑢 = 𝜃̄𝑢 given in (62); grey solid line is obtained with 𝜃𝑢 = 1; grey dashed lines are obtained under various other choices for 𝜃𝑢. The
umerical frequencies 𝜔 are as per (63). The analytic frequencies 𝛺 are given in (B.3).

. Application: the nonlinear struck, damped string

The stiff string model detailed in Section 2 is here extended to include simple loss and source terms, for illustrative purposes.
he equations of motion of such system, an extension of (16), are

(

𝜌𝐴𝜕2𝑡 − 𝑇0𝜕
2
𝑥 + 𝐸𝐼𝜕

4
𝑥 + 2𝜌𝐴𝜎0𝑢𝜕𝑡 − 2𝜌𝐴𝜎1𝑢𝜕𝑡𝜕

2
𝑥
)

𝑢(𝑡, 𝑥) = 𝜕𝑥
(

𝑔𝑢𝜓
)

+  𝑓 (𝑡), (65a)
(

𝜌𝐴𝜕2𝑡 − 𝑇0𝜕
2
𝑥 + 2𝜌𝐴𝜎0𝑣𝜕𝑡

)

𝑣(𝑡, 𝑥) = 𝜕𝑥
(

𝑔𝑣𝜓
)

. (65b)

16c) and (17) hold here as well. This simplified loss model depends on three parameters 𝜎0𝑢 , 𝜎0𝑣 , 𝜎1𝑢 , the latter of which controls a
requency dependent decay. The left-hand side of (65a) is a model of the linear stiff string with loss, used in many previous works,
ee e.g. [8] (Chapter 7). Here,  describes the spatial distribution of the source term. For simplicity, one can choose

 = 𝛿(𝑥 − 𝑥𝑓 ), (66)

here 𝛿 represents a Dirac delta function, and where 0 < 𝑥𝑓 < 𝐿 is the point of contact along the string where the source acts (not
ncluding the end points). The function 𝑓 = 𝑓 (𝑡) is the time evolution of the source term. A simple model for striking/plucking may
e obtained by means of raised/half raised cosine [8], as

𝑓 (𝑡) =
𝐹𝑠
2

(

1 − cos(𝜁𝜋(𝑡 − 𝑡0))∕𝑡𝑠
)

, 𝑡0 ≤ 𝑡 ≤ 𝑡0 + 𝑡𝑠, (67)

and 𝑓 (𝑡) = 0 elsewhere. The parameters 𝐹𝑠 (in Newtons), 𝑡𝑠 (in seconds) and 𝜁 ∈ {1, 2} control, respectively, the maximum exerted
orce, the contact duration, and the source type (1 for pluck, 2 for strike).

System (65) maintains a notion of passivity, in that it is possible to obtain an energy balance of the kind
𝑑𝐻
𝑑𝑡

= −2𝜌𝐴(𝑡) + 𝜕𝑡𝑢(𝑡, 𝑥𝑓 )𝑓 (𝑡), (68)

where the energy 𝐻(𝑡) has the form (14), and where

(𝑡) = 𝜎0 ‖𝜕 𝑢‖2 + 𝜎0 ‖𝜕 𝑣‖2 + 𝜎1 ‖𝜕 𝜕 𝑢‖2 ≥ 0. (69)
13
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𝜕

7

Table 4
Loss and forcing parameters used for the time domain simulations, completing the parameters
given in Table 1.

Units Value

𝜎0𝑢 1/s 0.1

𝜎0𝑣 1/s 0.2

𝜎1𝑢 m2/s 4 ⋅ 10−4

𝑡0 ms 1
𝑡𝑠 ms 0.8
𝑥𝑓 m 0.72
𝜇 – 2
𝐹𝑠 N [0.5,1,2]

The time evolution of the energy (68) expresses the power balance of the string with loss and source. In particular, there is
no autonomous production of energy within the system: power is dissipated according to 2𝜌𝐴(𝑡), and injected according to
𝑡𝑢(𝑡, 𝑥𝑓 )𝑓 (𝑡).

.1. Discretisation

The Dirac delta function can be approximated here by a vector 𝐉 = 𝐽𝑚, 1 ≤ 𝑚 ≤ 𝑁 − 1, i.e. [8] (Chapter 5)

 = 𝛿(𝑥 − 𝑥𝑓 ) → 𝐉, (70)

where

𝐽𝑚𝑓 = (1 − 𝛼)∕ℎ, 𝐽𝑚𝑓+1 = 𝛼∕ℎ, (71a)

Here 𝛼 = 𝑥𝑓∕ℎ − 𝑚𝑓 , 𝑚𝑓 = floor(𝑥𝑓∕ℎ). 𝐉 is zero elsewhere. The loss terms are discretised simply as

𝜎0𝑢𝜕𝑡 − 𝜎
1
𝑢𝜕𝑡𝜕

2
𝑥 → 𝜎0𝑢𝛿𝑡⋅ − 𝜎

1
𝑢𝛿𝑡⋅𝐃

2, 𝜎0𝑣𝜕𝑡 → 𝜎0𝑣𝛿𝑡⋅. (72)

The source is simply approximated as 𝑓 (𝑡) → 𝑓 𝑛, though one should be aware that formal order of accuracy may not be preserved
under such choice [40]. This particular discretisation leads to passivity in the numerical setting. Via the same steps leading to (45)
in the conservative case, one gets

𝛿𝑡+h
𝑛−1∕2 = −2𝜌𝐴p𝑛 + ⟨𝐉, 𝛿𝑡⋅𝐮𝑛⟩ 𝑓 𝑛, (73)

where

p = 𝜎0𝑢 ‖‖𝛿𝑡⋅𝐮‖‖
2 + 𝜎0𝑣 ‖‖𝛿𝑡⋅𝐯‖‖

2 + 𝜎1𝑢 ‖‖𝐃
−𝛿𝑡⋅𝐮‖‖

2 ≥ 0. (74)

Notice that stability condition (64) must be enforced here too.

7.2. Experiments

The performance of the discrete system is now checked in a number of numerical experiments. For those, the string’s loss and
source parameters are selected as in Table 4, while the other string parameters are the same as in Table 1.

Notice that three possible values for 𝐹𝑠 can be selected from Table 4. Moreover, output is extracted at 𝑥𝑜 = 0.32 m. For the
simulations, a base sample rate 𝑓𝑠 = 48 ⋅ 103 Hz is used, and oversampling factors are indicated in the caption of the figures. For all
the simulations, the grid spacing is chosen as ℎ = 1.05ℎ0, where ℎ0 is the limit of stability defined in (64): selecting the grid spacing
slightly away from the limit of stability results in better numerical behaviour overall, as explained in the last paragraph of Section 5.1.
Note that, in order to set 𝜃𝑢 in (62), one should employ a modified value for ℎ̄, i.e. ℎ̄ = 𝐿∕1.05𝑁𝑢. The number of longitudinal modes
𝑁𝑠 is selected as per bound (50). A first experiment is presented in Fig. 5. Here, the panels show the time evolution of the transverse
waves for the three forcing values. The waveforms show that the wave velocity (and thus the frequency) increases with the forcing
amplitude, a behaviour that is typical of nonlinear waves. In Fig. 5(a), the dynamics is mostly linear, and one sees that the solution
computed at audio rate is virtually undistinguishable from the others. Indeed, in Fig. 6(a) the solution computed at audio rate
clearly drifts away from the others, but such effect is unperceivable when listening to the transverse component, see also the audio
examples on the companion webpage.2 As the forcing amplitude increases, as in panels (b) and (c) of Fig. 5, the reference solution
at audio rate diverges from the others, and higher oversampling factors may be needed (here, an oversampling factor of 5 seems to
yield reasonable waveforms in all cases). The same conclusions can be drawn observing the longitudinal waves in Fig. 6. While the
solutions at audio rate appear to not have converged at higher input forcings, they yield a perceptually reasonable sounding output,

2 https://mdphys.org/JSV_2022.html.
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Fig. 5. Transverse displacement. (a): 𝐹𝑠 = 0.5 N; (b): 𝐹𝑠 = 1 N; (c): 𝐹𝑠 = 2 N. Oversampling factors: 1 (grey); 5 (solid black); 10 (dotted black); 15 (dashed
black).

Fig. 6. Longitudinal displacement. (a): 𝐹𝑠 = 0.5 N; (b): 𝐹𝑠 = 1 N; (c): 𝐹𝑠 = 2 N. Oversampling factors: 1 (grey); 5 (solid black); 10 (dotted black); 15 (dashed
black).

including pitch glides, phantom partials and modal couplings. These features are visible in the spectrograms of Fig. 7, highlighting
the change from linear to nonlinear regimes. Sound examples, comparing the solutions obtained at audio rate with oversampled
solutions, are available on the article’s companion webpage.3

8. Conclusions

String vibration is a subject of interest in many engineering disciplines. For the purpose of sound synthesis by physical modelling,
as well as for advanced musical acoustics investigation, one must include nonlinear effects. These are distributed across the string,
and arise as a consequence of the string’s large stretching. In this work, an application of quadratisation methods was offered.

3 https://mdphys.org/JSV_2022.html.
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Fig. 7. Velocity spectrograms for the three case studies. Input forcing amplitudes as indicated. The sample rate used is 48 kHz.

This allows to solve for the nonlinearities using one single matrix inversion, thus bypassing the machinery of iterative methods.
Longitudinal and transverse waves were solved using a mixed approach. The use of a free theta parameter allows to implement
wideband numerical dispersion reduction in the transverse direction. Stability of the numerical scheme was approached via energy
conservation, and illustrated numerically. Extension of these techniques to other nonlinearities in acoustics, such as collision
dynamics [33,43,52,53], von Kármán plates [8,54], and others, is possible. Important aspects, worthy of future investigations,
include a formal proof of convergence and accuracy, an analysis of structure of the scheme’s matrices for improved performance,
as well as the design of schemes with reduced dispersion in the longitudinal component.
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Appendix A. Error curves for the quadratised scheme

The simple case of a scalar nonlinear ODE is considered here, to check the order of accuracy of the proposed quadratised scheme.
The scalar ODE reads

𝑑2𝑢
𝑑𝑡2

= −𝑢 − 𝛾𝑢3. (A.1)

This is a type of lossless Duffing equation, with zero input. For this equation, an analytic solution exists as

𝑢(𝑡) = 𝑢0 cn
(

√

1 + 𝛾𝑢20 𝑡;
𝛾𝑢20

2𝛾𝑢20 + 2

)

, (A.2)

where cn(𝑎; 𝑏) is the Jacobi elliptic function with argument 𝑎 and parameter 𝑏. Here, it is assumed that 𝑢(𝑡 = 0) = 𝑢0,
𝑑𝑢(𝑡=0)
𝑑𝑡 = 0.

Numerical integration of (A.1) using the quadratised energy proceeds as follows. First, define the auxiliary variable

𝜓 =
√

𝛾
2
𝑢4 =

√

𝛾
2
𝑢2. (A.3)

The scheme is constructed as

𝛿 𝑢𝑛 = −𝑢𝑛 − 𝑔𝑛𝜇 𝜓𝑛−1∕2, 𝛿 𝜓𝑛−1∕2 = 𝑔𝑛𝛿 𝑢𝑛, 𝑔𝑛 =
𝑑𝜓

|

| . (A.4)
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Fig. A.8. Error curves of the quadratised scheme (A.4). Here, + is 𝛾 = 0.6, ◦ is 𝛾 = 0.8, ⋅ is 𝛾 = 1. The initial displacement is selected as 𝑢0 = 3.7, and the error
s computed at the time 𝑡 = 0.4 s. The dashed line has a slope of 2.

Fig. B.9. Space–time errors of the schemes with 𝜂 = 0 and 𝜂 = 1, plotted against 𝑘 and ℎ. Here, the grid spacing is chosen as input parameter for the simulations,
nd the time step is selected at the corresponding limits of stability for the two schemes. A string with 𝜌 = 8000 kg∕m3, 𝐸 = 2 ⋅ 1011 Pa, 𝑟 = 0.2 mm, 𝐿 = 1 m,
𝑇0 = 50 N was used for the simulations. The error is computed as per (B.1).

Numerical initial conditions are specified as

𝑢0 = 𝑢0, 𝑢
1 = 𝑢0 − 𝑘2

2
(𝑢0 + 𝛾(𝑢0)3), 𝜓1∕2 =

√

𝛾
2
(𝑢0)2. (A.5)

These are second-order accurate. Note, in particular, that 𝑢1 was obtained implementing 𝑑
𝑑𝑡 = 𝛿𝑡+ − 𝑘

2 𝛿𝑡𝑡 + 𝑂(𝑘
2). The error at the

ime 𝑡𝑒 = round(0.4∕𝑘)𝑘 is then computed as

𝑄 = 𝑢(𝑡𝑒) − 𝑢𝑡𝑒∕𝑘, (A.6)

hat is, the difference between the analytic solution (A.2) and the output of the finite difference scheme at the corresponding time
tep. The error curves, under various choices of the nonlinear parameter 𝛾, are plotted in Fig. A.8, and are second-order.

ppendix B. Error curves for the linear wave equation with stiffness

The linear part of (43a) is parameterised in terms of the switch 𝜂 ∈ {0, 1}. When 𝜂 = 0, the fourth-order differential operator is
17

iscretised explicitly. As seen in Section 4.2, this leads to two different stability conditions for the two schemes. When the time step
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Fig. C.10. Numerical errors of the first four eigenfrequencies of scheme (59), under various choices of 𝜃𝑢, plotted against the arclength 𝑠. Here, the numerical
igenfrequencies 𝜔𝑚 are given by (63). The analytic eigenfrequencies 𝛺𝑚 are as per (B.3). For all panels, + is 𝑚 = 1, ◦ is 𝑚 = 2, * is 𝑚 = 3, and ⋅ is 𝑚 = 4. The
uperimposed dashed lines have a slope of 2. A string with 𝜌 = 8000 kg∕m3, 𝐸 = 2 ⋅ 1011 Pa, 𝑟 = 0.2 mm, 𝐿 = 1 m, 𝑇0 = 50 N was used for the simulations.

s selected as input parameter, and the schemes are run near the stability limits, the scheme with 𝜂 = 0 is more efficient, since the
orresponding grid spacing is larger. In terms of numerical dispersion, the scheme with 𝜂 = 0 has better wideband behaviour, as
een in Fig. 3. However, the scheme with 𝜂 = 0 is only first-order convergent in time, since 𝑘 = 𝑂(ℎ2). The question that is addressed
ere is how formal first-order accuracy affects the space–time convergence. First, the space–time error is defined as

𝑄 = 𝑢(𝑡𝑒, 𝑥𝑒) − 𝑢
𝑡𝑒∕𝑘
𝑥𝑒∕ℎ

, (B.1)

here 𝑡𝑒 = 𝑘𝑛 is measured in seconds, 𝑥𝑒 = 𝑚ℎ in metres, and 𝑛 ≜ 𝑡𝑒∕𝑘, 𝑚 ≜ 𝑥𝑒∕ℎ are integers. Furthermore, 𝑢(𝑡, 𝑥) denotes the true
olution which, under simply-supported boundary conditions, reads

𝑢(𝑡, 𝑥) =
𝑀
∑

𝑚=1

(

𝐶𝑚𝑒
𝑗𝛺𝑚𝑡 + 𝐶⋆𝑚 𝑒

−𝑗𝛺𝑚𝑡
)

sin 𝑚𝜋𝑥
𝐿

. (B.2)

Here, 𝐶𝑚 ∈ C is a complex constant, with complex conjugate 𝐶⋆𝑚 , to be determined from the initial conditions. 𝑀 is, in theory,
infinite, but for all practical purposes it must be truncated to an integer (for the tests here, 𝑀 = 106 is selected). The resonant
requencies are given by

𝛺𝑚 =

√

𝑇0
𝜌𝐴

(𝑚𝜋
𝐿

)2
+ 𝐸𝐼
𝜌𝐴

(𝑚𝜋
𝐿

)4
. (B.3)

The initial displacement is selected as a raised cosine with compact support:

𝑢(𝑡 = 0) ≜ 𝑢0(𝑥) =

{

1 − cos
(

2𝜋(𝑥−𝐿∕4)
𝐿∕2

)

if 𝐿∕4 ≤ 𝑥 ≤ 3𝐿∕4, (B.4)
18
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Fig. C.11. Space–time error curves for scheme (59), under various choices of the parameter 𝜃𝑢, and plotted against 𝑘, ℎ and 𝑠. For all panels 𝑥 is 𝜃𝑢 = 0.6, ◦
is 𝜃𝑢 = 0.8, and + is 𝜃𝑢 = 1. Dashed lines give the error slopes. A string with 𝜌 = 8000 kg∕m3, 𝐸 = 2 ⋅ 1011 Pa, 𝑟 = 0.2 mm, 𝐿 = 1 m, 𝑇0 = 50 N was used for the
simulations.

The initial velocity is selected as 𝑑𝑢(𝑡=0)
𝑑𝑡 = 0. Under such initial conditions, the solution is

𝑢(𝑡, 𝑥) =
𝑀
∑

𝑚=1
2𝐶𝑚 cos(𝛺𝑚𝑡) sin

𝑚𝜋𝑥
𝐿

, (B.5)

with

𝐶𝑚 =

⟨

𝑢0, sin
𝑚𝜋𝑥
𝐿

⟩

𝐿
, (B.6)

where the inner product is defined in (4). These integrals can be computed analytically, ultimately yielding an analytic expression
for 𝑢(𝑡, 𝑥) for all times. The numerical schemes are initialised using

𝑢0𝑚 = 𝑢0(𝑥 = 𝑚ℎ), (B.7a)

𝐮1 = 𝐮0 + 𝑘2

2

(

𝑇0
𝜌𝐴

𝐃2 − 𝐸𝐼
𝜌𝐴

𝐃4
)

𝐮0. (B.7b)

These expressions for the initial conditions are second-order accurate. In particular, (B.7b) is obtained using the fact that 𝑑
𝑑𝑡 =

𝛿𝑡+ − 𝑘
2 𝛿𝑡𝑡 + 𝑂(𝑘2). Then, a number 𝑁 of subintervals is selected, with 𝑁 even. The corresponding grid spacing ℎ is obtained as

ℎ = 𝐿∕𝑁 , and the time step is then selected by inverting (47) at the limit of stability, i.e.

𝑘 =

⎧

⎪

⎨

⎪

⎩

ℎ2
√

𝜌𝐴
𝑇0ℎ2+4𝐸𝐼

, 𝑖𝑓𝜂 = 0, (a)
√

𝜌𝐴
𝑇0
ℎ, 𝑖𝑓𝜂 = 1. (b)

(B.8)

The error is computed at 𝑥𝑒 = 𝐿∕2, 𝑡𝑒 = round(10−3∕𝑘)𝑘. Fig. B.9 reports the error curves for a typical string, displaying the expected
trends. Note that, when plotted against ℎ, the errors are basically equal for both schemes: when 𝜂 = 0, the corresponding time step
𝑘 is much smaller at the limit of stability, allowing to compensate for the lower order of accuracy.

Appendix C. Error curves for the 𝜽-schemes of the linear wave equation with stiffness

The order of accuracy of the parameterised scheme (59) is checked. From the stability condition (64), it is clear that the grid
spacing ℎ is not simply proportional to the time step 𝑘, as would be in a pure CFL condition. For this reason, the specification of
the order of accuracy may be done in terms a new variable that parametrises uniquely the level curve ℎ − ℎ (𝑘, 𝜃 ) ≈ 0 in the (ℎ, 𝑘)
19
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T

plane, where ℎ0 is as per (64). First, note that level curve can be expressed as

𝑘 = ℎ2
√

𝜌𝐴(2𝜃𝑢 − 1)
𝑇0ℎ2 + 4𝐸𝐼

. (C.1)

his curve is naturally parameterised by the arclength 𝑠, defined as

𝑠 = ∫

ℎ

0

√

1 +
( 𝑑𝑘
𝑑ℎ

)2
dℎ = ℎ +

𝜌𝐴(2𝜃𝑢 − 1)
6𝐸𝐼

ℎ3 + 𝑂(ℎ5). (C.2)

In Fig. C.10, a check on the convergence of the numerical eigenfrequencies is performed. It is seen that clearly the errors are 𝑂(𝑠2),
for small enough 𝑠, and irrespective of the choice of 𝜃𝑢 (so long, of course, that 𝜃𝑢 > 1∕2, as specified at the end of Section 6). A
second check is performed in the time domain, in Fig. C.11. Here, the value of the numerical solution (at a given location along
the grid, and at a given time) is compared against the analytic solution given in (B.5). The error has the same form as (B.1), and is
computed at 𝑥𝑒 = 𝐿∕2, 𝑡𝑒 = round(10−3∕𝑘)𝑘. Again, the error curves display the expected error trends.
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